Effect of waste plaster of Paris on physical and mechanical properties of ceramic pottery body by Mat Nawi, Abdullah

\\\\\\\\\\\\\\\~\~\~~\~\~\~~n~\\~[\~m\\\\~\\\\\\\\\\ I 0 ~ q ~~ 
*30000002103535* 
DESIGN AND DEVELOPMENT OF 
A BRAKE SYSTEM USING 
SMART MATERIALS 
By 
Muhammad Akmal Bin Johar 
SUBMITTED IN PARTIAL FULFILLMENT OF THE 
REQUIREMENTS FOR THE DEGREE OF 
MASTER OF SCIENCE (MSc.) 
AT 
UNIVERSITY OF APPLIED SCIENCE 
RA VENSBURG-WEINGARTEN 
DOGGENRIEDSTRASSE, 88250 WEINGARTEN 
GERMANY 
APRIL 2007 
© Copyright by Muhammad Akmal bin Johar, 2007 
UNIVERSITY Of APPLIED SCIE~CE 
RA VENSBCRG-vVEINGARTEN 
DE.PART\'lENT OF MECIIATRONICS 
DEVELOI'[\IE:\T OF A BR,\I--:E SYSTEi\1 l·SI;\G Si\HRT \"\TEI~IAIS· hy 
i\luhalllm:ld :\1;mal Hill ,Johar ill rartial J'ullill1l<:nt uJ'th<' r~l]lIir,",m"l1t~ J'pr the degree or 
i\ last{'r of ScielJce. 
ii 
Untllk mil Aziyah ... 
Akll ingin engkall selalll .... h(lliir dan temani akIL ... 
Di setiap langkah yang meyakini klL ... kau tercipta Ilntllk k,L ... . 
ft1eski waktll akan mampIL ... memanggil se1llmh ragakll .... . 
Ku iI/gin kall tallu .... kll se1alll milik mIL ... . 
Yang mencintai mIL ... Sepanjang hidllp k,L .. . 
U ntllk Illll Ibll .... 
Dllllai apakah geral/gan blldi balasan ... . 
Bagi insan melahirkan membesarkan ... . 
Tiatla balwgiajika tiada doa pllja restll .. . 




First of all 1 would like to say thanks to God for giving me the strength and 
determination that is required to complete this master thesis. 
I would like to express my sincere thanks to my supervisor Prof Dr.-lng. Ralf 
Stetter for his continuous support and guidance. With his encouragement and advices 
really drives me to success. I am thankful to Prof Dr.-lng. Walter Ludescher and Prof 
Dr.-lng Andreas Paczynski for numerous fiuitful discussions. 
Special thanks to Frau Lauer from international office & Frau Zischewski from 
Master of Mechatronic office for your support and guidance especially during my first 
year ofliving in Germany. 
Special thanks to all Malaysian friends who live in Weingarten for all of your 
help and caring towards me and my family. Without all of you it is impossible to setup a 
small Malaysian community here in Weingarten. Living away from home is always 
difficult but having all of you here is making me feel living in Germany is just like my 
second home. 
I also would like to say thank you to my wife Aziyah Ashak and my two 
children Nurin Akma Alya and Muhammad Ammar Haziq for your loves, smiles and 
supports. I hope this success will be an inspiration to all of you to become a successful 
person in your own life. ' 
Finally a very special thanks to my mother Maimunah bte Md. Said & my father 
Johar bin Ahmad for being such a wonderful parent to me. For me you are not only being 
my parent but also being a motivator to drive me to the success and I would like to 
dedicate this success to you. 
Weingarten, Germany 
April 2007 
Muhammmad Akmal Johar 
v 
SEKALUNG PENGHARGAAN 
Alhwndulillah bersyukur saya kepada Allah kerana dengwl limpah kurniaNya, 
akhirnya sempurna sebuah Master Thesis yang bertajuk " Concept design of brake 
mechanism using Smart Material". TWlfJa keizinan-Nya serta segala nikmat kurniaanNya 
tidaklah dapat saya menyiapkan thesis ini. 
Di sini saya ingin juga mengllcapkan terima kasih kepada pihak penaja saya iaitll 
Jabatan Perkhidmatan Awam Malaysia (JPA) dWl Universiti Tun HlIssien Onn (UTHM) 
yang dahulunya dikenali sebagai Kolej Universiti Tun Hussien Onn (KUiTTHO) kerana 
memberi peluang dWl kepercayaan kepada saya lIntuk melanjutkan pelajaran di bumi 
GemlGll ini. Sesunggu}mya amanah yang telah diberikan telah saya cuba laksanakan 
sebaik mllngkill. 
Sekalllng penghargaan buat Prof Dr-Ing Ralf Statter yang menlpakan supervisor 
saya dalam melaksanakan kajian ini. Saya slIngguh bertllah kerana menemui beliall yang 
bllkall sahaja mempakan seorang Professor yang berpengalaman dalam bidang 
"Mechanical Design" tetapi juga mempakan seorang mentor yang banyak mengajar 
saya berfikir dan menggllnakan pendekatan orang German (German ways of thinking). 
Terima kasih yallg tak terhingga dillcapkan. 
Pellghargaan yang terisitimewa buat isteri tercinta Aziyah bte Ashak yang 
merupakan pendukzmg saya dalam mengejar cita-Gita dall pel/carian' ilmu yang tiada 
akhirnya illi. Kasih SayWlg yWlg diberikan dijadikan bekal sehari-hari bagi 
mellingkatkan keazamall dalam mencapai mat/amat yang disasarkwl. Kepada puterikzl 
Nurin Akma Alya dWl puterakzl Muhammad Ammar Haziq, senyuman dan tangisall 
kalian adalah mempakan penawar bllat ayah keUka menghadapi rintangan dall 
keSllkarall. Semoga kejayaan ini menjadi inspirasi & aspirasi bllat kalian lIntuk menjadi 
seorang yang lebih berjaya di dalam kehidupall. 
Bliat rakan-rakan seperjllwlgan di Weingarten & di German secara amnya. 
Terima kasih atas segala pert%ngan yang diberikan sepanjang saya sekeillarga tinggal 
di German ini. Dengan kehadirwl kalian memll1lgkinkan kita mewujudkan komuniti 
Malaysia yang keGiI di Weingarten ini sekaliglls dapat mengubat rasa rindu jauh dari 
kampong halaman. Hanya Allah sahaja yang dapat membalas segala jasa & kebaikan 
kaliall. 
Akhir sekali saya ingin mengucapkan terima kasih kepada kedua ibllbapa saya 
serta adik beradik saya yang sentiasa mendoakan kejayaan ini. Buat ibu yang sentiasa 
memberikall dorongan dan semangat buat diri ini diiringi doa yang tidak putus-putus. 
Weingarten, Germany 
April 2007 
Muhammad Akmal Johar. 
VI 
ABSTRACT 
The research is done to fulfil the requirements of the Master of 
Mechatronic program at the University of Applied Sciences Ravensburg-Weingarten. 
This research is about designing a new concept of a brake system using smart materials. 
Smart materials are materials that receive, transmit or process a stimulus and respond by 
producing a useful effect. Smart materials have attracted researchers' attention in 
venturing a new technology that can improve our lives. There are a lot of materials that 
have been considered as smart materials. In this research a new type of material which is 
Ferromagnetic Shape Memory Alloy (FSMA) has been chosen. This alloy have 
significant advantages in term of producing a large scale of output effect and delivering 
fast response times compared to the other types of materials Based on these factors 
FSMA can be an appropriate material as an actuator for brake mechanism systems. 
After the invention of FSMA in early 1990s by Dr. Kari Ul\ako, lots of 
research laboratories has set up new research groups in order to have a better 
understanding about this material. Up to now they are still venturing the ways to develop 
this material as actuators. There are a lot of potential field of application such as couplers 
element, vibrators element, sensor and generator element, fluidic element and positioning 
devices. FSMA products that have been made available in the market are linear motor 
and fluidic pump from Adaptamat Ltd. FSMA has a big potential to replace current 
mechanical actuator and machinery such as pneumatic and hydraulic. 
In designing a brake system for robot applications there are several design 
constraints that need special attention. The design must be light and compact so that it 
will not become a significant additional load to the robot. In this robot application the 
brake system has a slightly different requirement. The brake torque is required to provide 
grips to the rotary shaft and not to stop the wheels. So in this application an initial 
braking torque is preferred. 
The research also gives special attention in finding an innovative way to 
improve the methodology of designing and developing mechatronic products. A new 
approach using the UML 2.0 has been used as a modelling technique. The technique is a 
well proven technique in the software engineering applications and with a minimum 
modification it is now suitable for the mechatronic engineering. Based on the results that 
have been achieved in this research the integration of the UML 2.0 with the Pahl and 
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1.1 Project Background and Motivation 
A research group at the University of Applied Science Ravensburg-Weingarten 
is working on a development of a high dynamic chassis robot. This research group was 
initiated by Prof. Dr.-Ing. Ralf Stetter and Prof. Dr.-lng. Andreas Paczynski. Figure 1.1 
shows the mobile robot that has been developed and designed at the University of 
Applied Science Ravensburg-Weingarten. 
Figure 1.1: Prototype of high dynamic mobile robot. 
The goal of this research is to build a robot system that has a high dynamic 
drive system. The drive system is built by just a drive motor and a position encoder for 
each wheel. The concept to steer this robot is by usif,1g the torque originaIIy intended to 
drive the robot. This steering function can be achieved by controIIing the amount of 
torque for each wheel. So it does not use any conventional steering system which is 
normally using a mechanical steering mechanism. 
The other characteristic of this innovative drive is that each wheel can be 
directed into any desired position and this aIIows the robot to move almost in any 
direction without time and space consuming manoeuvres. Each of the wheels is capable 
to make a rotation up to 320°. This robot also has the possibility to tum around its centre. 
This will be an advantage if the equipment attached on this robot such as a camera that 
can only work at a certain orientation. 
This innovative dynamic drive system not only offers the same advantage as an 
omni drive system but also produces a significant improvement in terms of friction 
reduction as well as an easier controllability. 
320 
Figure 1.2: Possibility of the wheel tOTotate 
One important requirement of this robot is a high precision of movement. Each 
wheel of this robot is equipped with a motor and an encoder. When receiving a signal 
from the main controller, the system will provide enough electrical current to allow the 
motor to produce the desired torque to make a tum while the encoder is used to determine 
the positioning of the angle of the wheeL It is obvious that these two components alone 
cannot produce a high stability system. This is because even though we can control the 
current supplied to the motor to give the required angle, external forces such as inertia 
forces can cause the arm with the wheel to tum more than expected. With help of an 
encoder a feedback control system can be applied to tum the arm with the wheel back to 
the desired angle. This action needs a period of time before achieving the settlement. 
Therefore a braking system is desirable to minimize the settlement time and to give the 
mobile robot the stability and precision that it needs. An initial braking torque to the 
wheel axis is also required in this brake design because this initial torque will provide 
grip to the axis which prevent the wheels to rotate or to tum easily when moving on a 
rough terrain or hitting an obstacle. 
1.2 Project Objective and Goals. 
Exploring a new way to improve the quality of our lives and products we use is 
frequently the main objective when producing new concept designs. The main aim of the 
research describe in the thesis is to explore a new concept for a brake mechanism. In 
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order to achieve this goal, the possibility of using smart material as a new brake actuator 
was exploited. . . 
A previous attempt to design a brake system for this robot has been made by 
Ramhuzaini [10). In his project he used a piezoelectric material as an actuator for his 
brake mechanism. The project was successful but it suffered from a few drawbacks. In 
his report he mentioned several rooms of improvement for his design. The fact that 
piezoelectric materials produce a small scale of action makes them more suitable for 
micro size application. 
Based on previous experience it was decided to develop a new concept of a 
brake system using a smart material. Thus this research has a freedom in terms of 
choosing the right smart material that can be used as a brake actuator. This new design 
also must capable of producing a high efficiency and precision braking that the robot 
described in Section 1.1 needs. 
It is intended that the outcome of this research can be used as a replacement of 
conventional hydraulic braking systems. 
Apart from producing a new concept for a brake mechanism, this research is 
also looking for possibilities to improve the design methodology of a mechatronic 
product. Since a mechatronic product is a combination of several disciplines of 
engineering the necessity for generally agreed upon of a systematic approach in process 
design. Rarnhuzaini [10] has successfully integrated two design methodologies which are 
the Pahl & Beitz design methodology and the V-Model design methodology during 
designing his piezoelectric brake system. The research presented in the thesis will 
ascertain if there is any room for improvement from the said combination. 
The summary of the research objective, strategies and goals are as below. 
Objective of the project: 
1. To identify a suitable smart material that is applicable to be used in a brake 
system. 
2. To have a new concept design of a braking system using the chosen smart 
material. 
3. To discover innovative directions in terms of a design methodology for 
mechatronic products. 
Strategies to achieve the objective: 
1. To produce a comprehensive literature review of smart materials. 
2. To generates a detail understanding about the selected smart materials. 
3. To produce as many as possible new concept designs using the smart materials. 
4. To produce a detail analysis for every concept design. 
Goals of the project: 
1. To produce a complete mechatronic system that produces a brake force by 
using a smart material as an actuator. 
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1.3 Project Timeline and Research Organisation 
This project needed to be completed within 6 months. Within this short period 
of time an engineering design methodology which is introduced by Pahl & Beitz [1] has 
been used. This methodology involves several phases as follows:-
1. Planning and Task clarification phase. 
2. Conceptual design phase. 
3. Embodiment design phase. 
4. Detail design Phase. 
A Gantt chart has been developed to monitor this design activity. This chart 
provides a guideline of important event during the design process. The complete Gantt 
chart can be found in appendix AI. 
The research is done by the author under the guidance from Professor Dr. Ing 
Ralf Stetter. However other professors from their respective field also a give significant 
input and guidance towards the completion of the thesis. 
1.4 Thesis Organisation 
This thesis is divided into six main chapters. In the first chapter an overview and 
background of this project is given. The initial information will certainly help the readers 
to have an overall idea about this project. 
Chapter two wiII provide the reader about the background knowledge behind 
this research. An explanation about the research methodology can be found here. Readers 
can read a brief explanation of the modelling technique that has been used in this research. 
In this chapter readers will find facts about smart materials in general. A detailed 
explanation about Ferromagnetic Shape Memory Alloy will be given in this chapter 
because this material has been chosen as a material for this research. 
In chapter three, the author will present alI the concept designs that have been 
developed. A detail explanation of the working principle for each concept design can be 
read in this chapter. At the end of the chapter three there wiII be a discussion about the 
selection of the best concept design. 
Chapter four will give readers a detailed description of the embodiment design. 
A refinement process of the selected concept design has been made. A complete detail 
documentation involving part design and the calculations can be found in this chapter. 
In chapter five, the author will give comments about the modelling technique 
that has been used to model the system. The UML 2.0 is a modelling technique that is 
normally used in software engineering. In this research this technique has been used and 
the result of this attempt will be discussed in chapter five. 
Finally the summary of this project will be digested in chapter six. Here the 
author also writes about his personal experience during executing this research. The 
possibilities for improvement of this project are discussed in this chapter. 
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CHAPTER 2 
LITERA TURE REVIEW 
2.1 Chapter Overview 
This chapter focuses on the methodology of this research. Here there will be a 
brief explanation on how the research is done. In this chapter readers can find an 
explanation about the Pahl and Beitz design methodology. It is followed by a short 
explanation about the new design methodology which is a combination of the Pahl and 
Beitz design methodology and the V-model design methodology. A short introduction of 
the 1Th1L 2.0 modelling technique and how it can contribute to this research is also 
discussed here. 
This chapter will also cover a topic on smart materials. A brief explanation 
about smart materials and types of smart materials can be found in this chapter. There is a 
further discussion about Ferromagnetic Shape Memory Alloy as the chosen smart 
material for this research. 
2.2 Pahl and Beitz Design Methodology 
2.2.1 Introduction 
The design methodology is a critical element in a product development. It will 
help the designer to work systematically ·and efficiently. There are a lot of design 
approaches available and every method has its own ad)lantages and disadvantages. 
The Pahl and Beitz design methodology is an established design methodology 
for mechanical products. Nowadays a solely mechanical product is hardly found. Each 
product available in the market is mostly a combination of more than one engineering 
discipline. This new engineering discipline is called as mechatronic engineering. 
There is a suggestion to develop a new design methodology for developing 
mechatronic products. Rahman and Stetter [2] have suggested a combination of the Pahl 
and Beitz design methodology and the V-model based on VDI 2206 that can be used for 
the development of mechatronic product. 
Pahl and Beitz [1] introduced four steps of design process in their design 
methodology. These design processes range from the beginning stage until their 
completion. The design steps are given as follows. 
1. Planning and Task Clarification 
2. Conceptual Design Phase 
3. Embodiment Design Phase 
4. Detail Design Phase 
In the next section, a brief explanation for each design stage will be given. 
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2.2.2 Planning and Task Clarification Phase 
In every product development the most important information for the designer is 
to know the design task. In the first phase of the design process, the designer must 
prepare an overall plan of design activities and has to clarify the main task of the design. 
In this stage of design phase, the main task is collecting the required 
information. The designer must acquire an adequate data with regards to the objective of 
the project and the user requirements. This initial information is important to help the 
designer to identify what is the specification of the final product and what is the design 
constraint of this product. 
Pahl and Beitz [1] suggest following working steps in the planning and task 
clarification phase. These working steps are shown in Figure 2.1 as a reference. At the 
end of this phase a document called a requirement list or a design specification will be 
created. This document will be the guideline for the designer to move to the next design 
stage which is the conceptual design phase. 
2.2.3 Conceptual Design Phase 
The conceptual design phase is a process where the information is extracted 
from the requirement list into the complete concept design. Pahl and Beitz [1] have 
recommended a procedure to produce a systematic concept design. Figure 2.2 shows the 
working steps in the conceptual design phase. In this process identifying the essential 
problem is required in order to produce the function structure of the product. 
A function structure represents an overall relationship between the input and the 
output of the product. It is built on many sub-functions. All sub-functions work together 
to produce the required output. The designer is responsible to identify every possible 
working principle that can perform the function for each of the sub-function. The 
combination of these working principles from each sub-function will produce a concept 
design. 
Normally the designer tries to produce as many concept designs as possible. By 
having many variants of concept designs, the designer will have the possibility to choose 
the best concept design. The selection of the best concept design is done during the 
evaluation stage. In order to perform the evaluation process of the concept design, the 
designer must identify the evaluation criteria which are based on the requirement list. The 
weight of the evaluation criteria need to be set to differentiate which criteria are the most 
important criteria compared to the others. This factor will help the designer to select the 
best concept design in a systematic way. 
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Product Planning 
Define basic market demand 
Define attractiveness demands of the market 
segment 
Document costumer-specific technical 
performance requirement 
Refine and extend the requirement using the 
checklist and scenario planning 
Determine demands and wishes 










Figure 2.1: Pahl and Beitz [1] main working steps to produce a requirement list. 
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Figure 2.2: Pahl and Beitz [1] working steps of conceptual design phase, 
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2.2.4 Embodiment Design Phase 
Embodiment design phase is a design process where a further refinement of 
concept design is being made. In this stage the ideas behind the concept design will be 
firmed up. In this process, a drawing for each involving component will be prepared. In 
figure 2.3 shows recommended steps in the embodiment design phase by Pahl and Beitz 
[I]. 
The embodiment process is a complex process. This is because many activities 
need to be done simultaneously. This process is not only one cycle of operation. Several 
iterations are possible due to several factors. For example if a new piece of information 
about the material causing the current design not applicable anymore then it may lead to 
an overall alteration of the design. A new additional requirement or function of the design 
also can be a reason for iteration in the embodiment design phase. 
In the embodiment design process there are three basic rules need to apply. The 
basic rules are clarity, simplicity and safety in design. Clarity in design mean with the 
given function, every interrelationship between sub-functions must be guaranteed. For the 
chosen working principle every input and output of physical effect must also have a clear 
relationship between them. If these factors are able to be clarified then the design should 
have fewer problems during the integration and testing phase. 
Simplicity in design is also one of the key rules during the embodiment design 
process. A customer will certainly prefers a simple product compared to the other 
complex product in the market which offers the same functions. This design rule will 
produce a minimum number of sub-function and working principle in the design. This 
will reduce the quantity of the components required and furthermore will reduce the cost 
of the product. 
Safety is another issue in the embodiment design. Safety measurement can be 
classified into three types which are direct safety, indirect safety and warnings The 
designer must be aware about the component and the reliability of the function that arc 
used in the design. This will guarantee that the product has a high operational safety level. 
2.2.5 Detail Design Phase 
Detail design phase is the stage where all design activities is completed. At this 
stage the design must be ready to be manufactured. The main task in this stage design is 
preparing the complete specification of a\1 component involved with the final instruction 
about the shapes, forms, dimensions and materials. 
The designer needs to prepare the manufacturing instruction and all relevant 
manufacturing documents. Figure 2.4 shows Pahl and Beitz [I] suggested steps in the 
detail design phase. However in this research the design activities arc only be done until 
the embodiment design phase. This is because it is required a longer time and more 
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Figure 2.3: Pahl and Beitz [1] steps of embodiment design, 
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